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(a)(2)(ii) and (a)(2)(iii) of this section
are without regard to whether the gas-
oline was transported directly from the
refinery to the dispensing outlet or dis-
tributed through a terminal or bulk
station.

(b) Duration of the program. The geo-
graphic phase-in program applies to
the 2004, 2005, and 2006 annual aver-
aging periods.

(c) Persons eligible. Any refiner or im-
porter who produces or imports gaso-
line for use in the geographic area
under paragraph (a) of this section is
eligible to apply for the geographic
phase-in program. The provisions of
the geographic phase-in program shall
apply to imported gasoline through the
importer.

§ 80.216 What standards apply to gaso-
line produced or imported for use
in the GPA?

(a)(1) The refinery or importer an-
nual average sulfur standard for gaso-
line produced or imported for use in
the geographic area under § 80.215 shall
be the lesser of:

(i) 150 ppm; or
(ii) The refinery’s or importer’s 1997/

1998 average sulfur level, calculated in
accordance with § 80.295, plus 30 ppm.

(2) In the case of any refinery whose
actual annual sulfur average decreases
to a level lower than the refinery’s an-
nual average sulfur standard estab-
lished under paragraph (a)(1) of this
section during the period 2000 through
2003, the standard applicable to that re-
finery from 2004 through 2006 shall be
the lowest average sulfur content for
any year in which the refinery gen-
erated allotments or credits under
§ 80.275(a) or § 80.305 plus 30 ppm, not to
exceed 150 ppm.

(b) The per-gallon cap standard for
gasoline produced or imported for use
in the GPA under paragraph (a) of this
section shall be 300 ppm, except as
specified in § 80.195(d).

(c) The refinery or importer annual
average sulfur level is calculated in ac-
cordance with the provisions of § 80.205.

(d) The refinery or importer annual
average standard under paragraph (a)
of this section may be met using sulfur
allotments or credits as provided under
§§ 80.275 and 80.315.

(e) Gasoline produced by approved
small refiners subject to the standards
under § 80.240 is not subject to the
standards under paragraphs (a) and (b)
of this section.

(f)(1) A refiner or importer whose gas-
oline production or volume of imported
gasoline in 2004 or 2005 is comprised of
≥50% of gasoline designated as GPA
gasoline under § 80.219 shall not be re-
quired to meet the corporate pool aver-
age standards under § 80.195 for its gaso-
line production or imported gasoline
during the applicable averaging period.

(2) A refiner or importer whose gaso-
line production or volume of imported
gasoline in 2004 or 2005 is comprised of
less than 50% of gasoline designated as
GPA gasoline under § 80.219 must meet
the corporate pool average standards
under § 80.195 for all the refiner’s gaso-
line production or the importer’s vol-
ume of imported gasoline during the
applicable averaging period.

(g) The provisions for compliance
deficits under § 80.205(e) do not apply to
gasoline subject to the standards under
paragraphs (a) and (b) of this section.

§ 80.217 How does a refiner or im-
porter apply for the GPA stand-
ards?

(a) To apply for the GPA standards
under § 80.216, a refiner or importer
must submit an application in accord-
ance with the provisions of § 80.290.

(b) Applications under paragraph (a)
of this section must be submitted by
December 31, 2000.

(c)(1) If approved, EPA will notify the
refiner or importer of each refinery’s or
the importer’s annual average sulfur
standard for gasoline produced for use
in the GPA for the 2004 through 2006
annual averaging periods.

(2) If disapproved, the refiner or im-
porter must comply with the standards
in § 80.195 for gasoline produced for use
in the GPA.

(d) If EPA finds that a refiner or im-
porter provided false or inaccurate in-
formation on its application under this
section, upon notice from EPA, the re-
finer’s or importer’s application will be
void ab initio.
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